
Essential LED
LEDBulb 8-60W E27 2700K 1PF/12 TR

Essential LED is an affordable LED spot lamp that is suitable for replacing halogen

spot lamps. It provides a natural lighting effect as well as instant energy savings – an

environmentally friendly solution. The Philips Essential LED family is designed for

spot and general lighting applications in the hospitality, retail and home segments.

Product data

General information

Cap-Base E27 [ E27]

EU RoHS compliant Yes

Nominal Lifetime (Nom) 15000 h

Switching Cycle 50000X

Flux measurement reference Sphere

 

Light technical

Color Code 827 [ CCT of 2700K]

Beam Angle (Nom) 150 °

Luminous Flux (Nom) 806 lm

Color Designation Warm White (WW)

Correlated Color Temperature (Nom) 2700 K

Luminous Efficacy (rated) (Nom) 100.00 lm/W

Color Consistency <6

Color Rendering Index (Nom) 80

LLMF At End Of Nominal Lifetime (Nom) 70 %

 

Operating and electrical

Input Frequency 50 to 60 Hz

Power (Nom) 8 W

Lamp Current (Nom) 70 mA

Wattage Equivalent 60 W

Starting Time (Nom) 0.5 s

Warm Up Time to 60% Light (Nom) 0.5 s

Power Factor (Nom) 0.51

Voltage (Nom) 220-240 V

 

Temperature

T-Case Maximum (Nom) 90 °C

 

Controls and dimming

Dimmable No

 

Mechanical and housing

Bulb Finish Frosted

Bulb Shape A60 [ A 60mm]

 

Approval and application

Energy Consumption kWh/1000 h 8 kWh

 

Product data

Full product code 871869962218300

Order product name LEDBulb 8-60W E27 2700K 1PF/12 TR

EAN/UPC - Product 8718699622183

Order code 929002306267
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Numerator - Quantity Per Pack 1

Numerator - Packs per outer box 12

Material Nr. (12NC) 929002306267

Net Weight (Piece) 0.060 kg

Dimensional drawing

D
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LEDBulb 8-60W E27 2700K 1PF/12 TR

Product D C

LEDBulb 8-60W E27 2700K 1PF/12 TR 60 mm 108 mm

Photometric data
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 1 x 9290023062 8W 2700K

1 x 806 lm

Light output ratio 1.00
Service upward 0.24
Service downward 0.76

CIE flux code 34 62 83 76 100

UGRcen (4Hx8H, 0.25H) 28

Polar intensity diagram
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Utilisation factor table

Ceiling mounted

Room
Index
k

Reflectances (%) for ceiling, walls and working plane (CIE)

0.60
0.80
1.00
1.25
1.50
2.00
2.50
3.00
4.00
5.00

0.80
0.50
0.30

0.39
0.49
0.57
0.65
0.71
0.80
0.87
0.91
0.98
1.02

0.80
0.50
0.10

0.37
0.46
0.53
0.59
0.64
0.72
0.76
0.80
0.85
0.88

0.70
0.50
0.30

0.37
0.46
0.54
0.61
0.67
0.76
0.82
0.86
0.92
0.96

0.70
0.50
0.20

0.37
0.45
0.52
0.59
0.64
0.72
0.77
0.81
0.86
0.90

0.70
0.50
0.10

0.36
0.44
0.50
0.57
0.61
0.68
0.73
0.77
0.81
0.84

0.70
0.30
0.10

0.28
0.36
0.42
0.49
0.54
0.62
0.67
0.71
0.76
0.80

0.50
0.30
0.10

0.26
0.33
0.39
0.45
0.50
0.57
0.62
0.66
0.71
0.74

0.50
0.10
0.10

0.21
0.28
0.34
0.40
0.45
0.52
0.58
0.62
0.67
0.71

0.30
0.30
0.10

0.24
0.31
0.36
0.42
0.46
0.53
0.57
0.61
0.65
0.68

0.30
0.10
0.10

0.20
0.26
0.32
0.37
0.42
0.49
0.54
0.57
0.62
0.66

0.00
0.00
0.00

0.16
0.22
0.27
0.31
0.35
0.42
0.46
0.50
0.54
0.57

Quantity estimation diagram
nr. of luminaires

0

30

60

90

120

)2(m10 30 50 70 90

300 lx

500 lx

750 lx

hroom: 2.8 m
Reflectances:  0.70, 0.50, 0.20
Maintenance factor:  1.0
Ceiling mounted

UGR diagram

4.0

4.0

8.0

8.0

12.0

12.0

16.0

16.0

m

m

X

Y

hroom: 2.8 m

Refl: 0.70 0.50 0.20

Ceiling mounted

: viewed endwise

: viewed crosswise

Y : Parallel to viewing dir.
28

28

31

31

Luminance Table

)2(cd/m

0.0 15.0 30.0 45.0 60.0 75.0 90.0

45.0

50.0

55.0

60.0

65.0

70.0

75.0

80.0

85.0

90.0

Plane
Cone

31507

30203

28960

27848

26805

25995

25315

24861

24724

24862

28169

26717

25337

24085

22901

21915

21031

20313

19817

19477

26262

24758

23336

22043

20822

19787

18845

18050

17444

16959

25448

23928

22496

21194

19965

18918

17962

17147

16509

15982

25593

24076

22645

21344

20117

19072

18117

17305

16673

16152

26721

25227

23813

22528

21313

20287

19355

18575

17991

17534

29020

27598

26245

25020

23863

22910

22064

21396

20968

20719

General Uniform Lighting

CalcuLuX Photometrics 4.5 Philips Lighting B.V. Page: 1/1

LEDbulb EU 8W A60 E27 827 FR-GUL

120 120

(cd/1000lm) 0
o

180
o

60
oo

60

90
oo

90

150
oo

150

50

50

100

100

150

150

200

200

LEDbulb EU A60 8W E27 827 FR-LDD

Essential LED

2Datasheet, 2022, April 29 data subject to change
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Life Expectancy Diagram

L
u

m
e

n
 in

 %

60

50

70

80

90

100

0 2000010000

Burning hours

30000 40000

Lumen Maintenance Diagram

Essential LED

© 2022 Signify Holding All rights reserved. Signify does not give any representation or warranty as to the accuracy or

completeness of the information included herein and shall not be liable for any action in reliance thereon. The

information presented in this document is not intended as any commercial offer and does not form part of any

quotation or contract, unless otherwise agreed by Signify. Philips and the Philips Shield Emblem are registered

trademarks of Koninklijke Philips N.V.

www.lighting.philips.com

2022, April 29 - data subject to change


