
Product datasheet

DULUX S BL 9 W/71

OSRAM DULUX BLUE / BLUE UVA | Blacklight & blue flourescent lamps

Polymerization of blue-sensitive plastics, adhesives,
paints and dyes (BLUE)
Curing plastics (BLUE UVA)
Sealing surfaces in dentistry (BLUE UVA)
Cosmetic finger nail treatments (BLUE UVA)
Insect traps (BLUE UVA)
Exposure during printed circuit board manufacturing
(BLUE UVA)
Terrariums (BLUE UVA)
Scientific investigations (BLUE UVA)
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Technical data

Electrical data

Nominal wattage 9 W

Construction wattage 0.009 kW

Lamp voltage 60 V

Lamp current 0.17 A

Dimensions & weight

Diameter 12.0 mm

Product line drawing Base

Additional product data

Base (standard designation) G23

Footnote used only for product 2.3 W at 400…550 nm
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Burning position
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Logistical Data

Product code Packaging unit
(Pieces/Unit)

Dimensions (height x
width x length)

Gross weight Volume

4008321198860 Folding carton box
1

33 mm x 28 mm x 159
mm

37.10 g 0.15 dm³

4008321198877 Shipping carton box
50

206 mm x 172 mm x
241 mm

2031.00 g 8.54 dm³
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Disclaimer

Subject to change without notice. Errors and omission excepted. Always make sure to use the most recent release.
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